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GROUND FLOOR DEMOLITION PLAN NOTES O
™~ 77N TN N (~ \
(2) (3) (4 ) 1.- REMOVE ALL EXISTING RADIATORS OR CONVECTORS AND ASSOCIATED
}@ _ N N/ N CONTROLS, ALL RISERS, AND PIPING. PROVIDE ASBESTOS ABATEMENT
e f iy T ENLARGED DEMOLITION PLAN NOTES O 2 REMOVE EXISTING UPPER WINDOW PANEL
—HPSIEN ol & (7 ) 3.-REMOVE EXISTING STEAM AND CONDENSATE PIPING. PROVIDE ASBESTOS
N HPS 1.-REMOVE ALL EXISTING LOW PRESSURE CONDENSATE RETURN LINES. PROVIDE ABATEMENT
e ASBESTOS ABATEMENT.
_// (LPR)E 4.-REMOVE EXISTING LOUVER.
(1-142 @ T 2.-REMOVE EXISTING PUMPED CONDENSATE RETURN LINE. PROVIDE ASBESTOS .
PC)E 2 D 1 ABATEMENT 5.-REMOVE EXISTING WINDOW AC UNIT. WINDOW UNITS ARE TO BE DELIVERED
/ 3 REMOVE EXISTING STEAM LINES. PROVIDE ASBESTOS ABATEMENT \_/ TO OWNER OR DISPOSED BY CONTRACTOR AS DIRECTED BY OWNER.
6.-REMOVE EXISTING ACOUSTICAL CEILING SYSTEM AND ALL ASSOCIATED ITEMS.
4.-REMOVE EXISTING REFRIGERANT LINES (4 SUCTION LINES, 4 LIQUID LINES).
PROVIDE ASBESTOS ABATEMENT 7.-REMOVE EXISTING DOMESTIC COLD WATER AND HOT WATER PIPING AS
SHOWN. PROVIDE ASBESTOS ABATEMENT OF SECTION OF PIPE TO BE REMOVED.
5.-REMOVE EXISTING LOUVER. ENCAPSULATE EXISTING INSULATION THAT IS TO REMAIN.
o F 6.-REMOVE EXISTING EXHAUST FAN. { )
7.-REMOVE EXISTING ELECTRIC CONDENSATE PUMP.
—] ? 8.-REMOVE EXISTING AC CONDENSATE DRAIN PIPING.
TN
9.-EXISTING WATER HEATER TO REMAIN. (o)
FH% (LPR)E —deoexwek \B) GENERAL DEMOLITION NOTES
1-1/2"(LPR)E ~—
10.-CAP AND ABANDON LOW PRESSURE CONDENSATE RETURN PIPING INSIDE
INSIDE TRENCH TRENCH (H— - N
H ' (2 CONVECTORS) 1.- PATCH ALL WALLS, FLOORS, AND CEILINGS (TO MATCH EXISTING) WHERE
11.-EXISTING FLOOR DRAIN TO REMAIN. PIPING OR DUCTWORK HAS BEEN REMOVED.
N ENLARGED MECH. RM. DEMOLITION PLAN \ J
SCALE: 1/4"=1"'-0"
NORTH
GENERAL ASBESTOS ABATEMENT NOTES { )
(r )
A.-ALL ASBESTOS ABATEMENT SHALL BE CONDUCTED IN ACCORDANCE WITH
02 82 11 TRADITIONAL ASBESTOS ABATEMENT SPECIFICATIONS.
TN
B.-ABATE EXISTING ACM CAULK/PUTTY LOCATED ON METAL DUCTS AND EXISTING \C )
ACM BRIDGING ENCAPSULANT LOCATED ON FIBERGLASS DUCT INSULATION. — GENERAL ASBESTOS ABATEMENT NOTES
C.- ABATE EXISTING ACM FLEXIBLE EQUIPMENT/DUCT CONNECTIONS. - N
A.-ALL ASBESTOS ABATEMENT SHALL BE CONDUCTED IN ACCORDANCE WITH
D.-ABATE EXISTING ACM BRIDGING ENCAPSULANT LOCATED ON FIBERGLASS PIPE 02 82 11 TRADITIONAL ASBESTOS ABATEMENT SPECIFICATIONS.
INSULATION.
B.-ABATE EXISTING ACM CAULK/PUTTY LOCATED ON METAL DUCTS AND EXISTING
E.- ALL DUCTWORK, PIPING AND FLEXIBLE CONNECTIONS SHOWN TO BE ACM BRIDGING ENCAPSULANT LOCATED ON FIBERGLASS DUCT INSULATION.
DEMOLISHED ARE TO BE ASSUMED TO BE ASBESTOS CONTAINING.
C.- ABATE EXISTING ACM FLEXIBLE EQUIPMENT/DUCT CONNECTIONS.
F.- ABATEMENT SHALL BE COMPLETED ONE FLOOR AT A TIME. COORDINATE
WITH COR. D.-ABATE EXISTING ACM BRIDGING ENCAPSULANT LOCATED ON FIBERGLASS PIPE
INSULATION.
G.-PROVIDE ABATEMENT FOR ANY ASBESTOS CONTAINING CEILINGS OR N ‘
STRUCTURES THAT NEED TO BE DISTURBED TO COMPLETE MECHANICAL WORK. (D) [ ‘ ‘ E.- ALL DUCTWORK, PIPING AND FLEXIBLE CONNECTIONS SHOWN TO BE
(TO INSTALL PIPE HANGERS, EQUIPMENT SUPPORST...ECT.). N : i i DEMOLISHED ARE TO BE ASSUMED TO BE ASBESTOS CONTAINING.
1 1 %
\ ) ; | 4 ¥ F.- ABATEMENT SHALL BE COMPLETED ONE FLOOR AT A TIME. COORDINATE
T w 0 = 1 WITH COR.
- —1 . ) . 64
] SEEENLARGED EXIST ik ) , G.-PROVIDE ABATEMENT FOR ANY ASBESTOS CONTAINING CEILINGS OR
INSTALLATION NOTES ) DN o ROOM PLANON M e 1 Ve X STRUCTURES THAT NEED TO BE DISTURBED TO COMPLETE MECHANICAL WORK.
. THIS SHEET | N / u: 1 (TO INSTALL PIPE HANGERS, EQUIPMENT SUPPORST...ECT.).
(¢ — 1 y \ [ —O
1.- UNLESS NOTED OTHERWISE, ALL NEW DUCTWORK AND PIPING IS TO BE ) / c N I Ly | \ — o sy | |
MOUNTED ABOVE EXISTING LAY-IN CEILINGS. CONTRACTOR SHALL PROVIDE ALL &/ 3 y==""" ]J Fo- 7
LABOR AND MATERIALS TO REMVOE AND RE-INSTALL EXISTING CEILING TLES AS — ~ % TELEPHONE— Iy A
REQUIRED TO INSTALL THE NEW DUCWORK AND PIPING AND DEMO EXISTING LV ok B CLOSET  \_ X :
PIPING AND DUCTWORK ABOVE THE CEILING. ANY EXISTING CEILING TILES THAT L 1 i Ve ¥ 7A
ARE DAMAGED DURING CONSTRUCTION ARE TO BE REPLACED AT NO L T N INSTALLATION NOTES
ADDITIONAL COST TO THE OWNER. N i - I 1
F \, \ N L x [ | (" 0
2. - PROVIDE NEW CEILING TILES TO REPLACE LOCATIONS WHERE AIR DEVICE IS N ] = — N X o 1.- UNLESS NOTED OTHERWISE, ALL NEW DUCTWORK AND PIPING IS TO BE
BEING REMOVED AND NOT REPLACED WITH A NEW ONE IN THE SAME LOCATION. T T 7 MOUNTED ABOVE EXISTING LAY-IN CEILINGS. CONTRACTOR SHALL PROVIDE ALL
LOCATIONS, o AN EYAC DUETPLANG FORBIFEREE — — REQUIRED T0 INSTALL THE NEW DUCWORK AND PIPING AND DEMO EXISTING
12 TN 1T - . - PIPING AND DUCTWORK ABOVE THE CEILING. ANY EXISTING CEILING TILES THAT
3. -PROVIDE OPENINGS IN PLASTER CEILINGS AS REQUIRED FOR INSTALLATION OF S— e 10 B ARE DAMAGED DURING CONSTRUCTION ARE TO BE REPLACED AT NO
DUCTWORK AND PIPING HANGERS (HANGERS MUST BE SUPPORTED FROM B | | = w ADDITIONAL COST TO THE OWNER.
BUILDING STRUCTURE). PROVIDE PATCHING AND REPAIR AS NECESSARY TO I - Ve
LOCATE STRUCTURE. PROVIDE PATCHING AND REPAIR OF PLASTER CEILINGS e e | | / 2. - PROVIDE NEW CEILING TILES TO REPLACE LOCATIONS WHERE AIR DEVICE IS
WHERE HANGERS PENETRATE CEILINGS. PLASTER CEILINGS EXIST ABOVE LAY-IN (o) ] o4y = N | ] | | BEING REMOVED AND NOT REPLACED WITH A NEW ONE IN THE SAME LOCATION.
CEILINGS. 7/ SEE HVAC DEMOLITION DRAWINGS AND HVAC DUCT PLANS FOR DIFFUSER
{ ) @§ @§ @ - \_ LOCATIONS.
] 3. -PROVIDE OPENINGS IN PLASTER CEILINGS AS REQUIRED FOR INSTALLATION OF
- ] DUCTWORK AND PIPING HANGERS (HANGERS MUST BE SUPPORTED FROM
Kl BUILDING STRUCTURE). PROVIDE PATCHING AND REPAIR AS NECESSARY TO
m ! LOCATE STRUCTURE. PROVIDE PATCHING AND REPAIR OF PLASTER CEILINGS
T (1) WHERE HANGERS PENETRATE CEILINGS. PLASTER CEILINGS EXIST ABOVE LAY-IN
O— [ CEILINGS.
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DESIGNER/ENGINEER SH
CAD OPERATOR _______SH_

QAQC/CHECKER _____ SS

INSTALLATION NOTES

7

"

1.- UNLESS NOTED OTHERWISE, ALL NEW DUCTWORK AND PIPING IS TO BE
MOUNTED ABOVE EXISTING LAY-IN CEILINGS. CONTRACTOR SHALL PROVIDE ALL
LABOR AND MATERIALS TO REMVOE AND RE-INSTALL EXISTING CEILING TLES AS
REQUIRED TO INSTALL THE NEW DUCWORK AND PIPING AND DEMO EXISTING
PIPING AND DUCTWORK ABOVE THE CEILING. ANY EXISTING CEILING TILES THAT
ARE DAMAGED DURING CONSTRUCTION ARE TO BE REPLACED AT NO
ADDITIONAL COST TO THE OWNER.

2. - PROVIDE NEW CEILING TILES TO REPLACE LOCATIONS WHERE AIR DEVICE IS
BEING REMOVED AND NOT REPLACED WITH A NEW ONE IN THE SAME LOCATION.
SEE HVAC DEMOLITION DRAWINGS AND HVAC DUCT PLANS FOR DIFFUSER
LOCATIONS.

3. -PROVIDE OPENINGS IN PLASTER CEILINGS AS REQUIRED FOR INSTALLATION OF
DUCTWORK AND PIPING HANGERS (HANGERS MUST BE SUPPORTED FROM
BUILDING STRUCTURE). PROVIDE PATCHING AND REPAIR AS NECESSARY TO
LOCATE STRUCTURE. PROVIDE PATCHING AND REPAIR OF PLASTER CEILINGS
WHERE HANGERS PENETRATE CEILINGS. PLASTER CEILINGS EXIST ABOVE LAY-IN
CEILINGS.
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NORTH

FIRST FLOOR HVAC DEMOLITION PLAN

SCALE: 1/8"=1"-0"

DEMOLITION PLAN NOTES O

7

1.- EXISTING ELECTRIC BASEBOARD HEATING TO REMAIN.

2.-EXISTING EXHAUST FAN TO REMAIN.

3.-REMOVE EXISTING AIR HANDLER AND ALL ASSOCIATED CONTROLS. AIR
HANDLER WILL NEED TO BE DISASSEMBLED IN PLACE BEFORE REMOVAL. PROVIDE
ALL LABOR AND MATERIALS TO DISASSEMBLE UNIT IN PLACE.

4.-REMOVE EXISTING DUCTWORK AND ALL ASSOCIATED DIFFUSERS, REGISTERS,
AND GRILLES. PROVIDE ASBESTOS ABATEMENT

5.-REMOVE EXISTING RADIATORS OR CONVECTORS AND ASSOCIATED CONTROLS,
ALL RISERS, AND PIPING. PROVIDE ASBESTOS ABATEMENT

6.-REMOVE EXISTING WALL MOUNTED EXHAUST FAN.

7.-REMOVE EXISTING CONDENSING UNIT, CONCRETE PAD, AND ASSOCIATED
CONTROLS.

8.-REMOVE ALL REFRIGERANT PIPING (4 LIQUID LINES, 4 SUCTION LINES).PROVIDE
ASBESTOS ABATEMENT

9.-REMOVE ALL EXISTING REFRIGERANT PIPING (2 LIQUID LINES, 2 SUCTION
LINES).

10.-REMOVE EXISTING CABINET UNIT HEATER, ASSOCIATED STEAM PIPING, AND
CONTROLS.

11.-REMOVE EXISTING STEAM AND CONDENSATE PIPING. PROVIDE ASBESTOS
ABATEMENT.

12.-REMOVE EXISTING WINDOW MOUNTED LOUVER.

13.-EXISTING SUPPLY GRILLE TO REMAIN. CAP DUCT BEHIND GRILLE.

\

S

/

GENERAL DEMOLITION NOTES

7

N\

1.- PATCH ALL WALLS, FLOORS, AND CEILINGS (TO MATCH EXISTING) WHERE
PIPING OR DUCTWORK HAS BEEN REMOVED.

GENERAL ASBESTOS ABATEMENT NOTES

7

N\

A.-ALL ASBESTOS ABATEMENT SHALL BE CONDUCTED IN ACCORDANCE WITH
02 82 11 TRADITIONAL ASBESTOS ABATEMENT SPECIFICATIONS.

B.-ABATE EXISTING ACM CAULK/PUTTY LOCATED ON METAL DUCTS AND EXISTING
ACM BRIDGING ENCAPSULANT LOCATED ON FIBERGLASS DUCT INSULATION.

C.- ABATE EXISTING ACM FLEXIBLE EQUIPMENT/DUCT CONNECTIONS.

D.-ABATE EXISTING ACM BRIDGING ENCAPSULANT LOCATED ON FIBERGLASS PIPE
INSULATION.

E.- ALL DUCTWORK, PIPING AND FLEXIBLE CONNECTIONS SHOWN TO BE
DEMOLISHED ARE TO BE ASSUMED TO BE ASBESTOS CONTAINING.

F.- ABATEMENT SHALL BE COMPLETED ONE FLOOR AT A TIME. COORDINATE
WITH COR.

G.-PROVIDE ABATEMENT FOR ANY ASBESTOS CONTAINING CEILINGS OR
STRUCTURES THAT NEED TO BE DISTURBED TO COMPLETE MECHANICAL WORK.
(TO INSTALL PIPE HANGERS, EQUIPMENT SUPPORST...ECT.).
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1 2 3 4 7 8 9
ATTIC DEMOLITION PLAN NOTES O DEMOLITION PLAN NOTES O
TN TN N TN (— \ TN TN N 77N (— N
(1) (2) 3 ) (4 ) 1. -REMOVE ALL STEAM AND CONDENSATE PIPING AND ALL ASSOCIATED (1) 2 (3 ) (4 1.-REMOVE EXISTING RADIATORS OR CONVECTORS, ASSOCIATED CONTROLS, ALL
N \__/ N N COMPONENTS. PATCH ALL ATTIC SLAB OPENINGS LEFT BY REMOVED PIPING. N \__/ \__/ N RISERS, AND PIPING. PROVIDE ASBESTOS ABATEMENT.
PATCH OPENINGS WITH FIRESTOPPING. PROVIDE ASBESTOS ABATEMENT.
2.-REMOVE EXISTING WINDOW AC UNIT. WINDOW UNITS ARE TO BE DELIVERED
TO OWNER OR DISPOSED BY CONTRACTOR AS DIRECTED BY OWNER.
3.-REMOVE EXISTING STEAM AND CONDENSATE PIPING. PROVIDE ASBESTOS
ABATEMENT.
N N 4.-REMOVE EXISTING WALL-MOUNTED EXHAUST FAN.
M \ )
\_/ L] — D@ L—la L] c — [ ] \_/
b 3
X x 1"
b 3 11/4" n X
) : / 11/4"
S, . ) { 7
K
K
3 <
TYP. )
K
K
K
K
21/2" >
6 ] m = (8)
N qo GENERAL DEMOLITION NOTES N GENERAL DEMOLITION NOTES
b 3 ( — \ 4‘\ (— W)
) 1.- PATCH ALL WALLS, FLOORS, AND CEILINGS (TO MATCH EXISTING) WHERE & 1.- PATCH ALL WALLS, FLOORS, AND CEILINGS (TO MATCH EXISTING) WHERE
¥ PIPING OR DUCTWORK HAS BEEN REMOVED. = PIPING OR DUCTWORK HAS BEEN REMOVED.
n X .
11/27
X
X
><\\
X 3"
X \> —) o /
X
X
E(
X
N ﬁJ \ N
L\ C 12 [] [] ‘i\‘;, )
] GENERAL ASBESTOS ABATEMENT NOTES GENERAL ASBESTOS ABATEMENT NOTES
- (7 \ (7 \
A.-ALL ASBESTOS ABATEMENT SHALL BE CONDUCTED IN ACCORDANCE WITH A.-ALL ASBESTOS ABATEMENT SHALL BE CONDUCTED IN ACCORDANCE WITH
- 02 82 11 TRADITIONAL ASBESTOS ABATEMENT SPECIFICATIONS. 02 82 11 TRADITIONAL ASBESTOS ABATEMENT SPECIFICATIONS.
@/f 203
B.-ABATE EXISTING ACM CAULK/PUTTY LOCATED ON METAL DUCTS AND EXISTING j& @ B.-ABATE EXISTING ACM CAULK/PUTTY LOCATED ON METAL DUCTS AND EXISTING
— ACM BRIDGING ENCAPSULANT LOCATED ON FIBERGLASS DUCT INSULATION. ACM BRIDGING ENCAPSULANT LOCATED ON FIBERGLASS DUCT INSULATION.
Wi e C.- ABATE EXISTING ACM FLEXIBLE EQUIPMENT/DUCT CONNECTIONS. Wi 3 C.- ABATE EXISTING ACM FLEXIBLE EQUIPMENT/DUCT CONNECTIONS.
B D.-ABATE EXISTING ACM BRIDGING ENCAPSULANT LOCATED ON FIBERGLASS PIPE Ll - N D.-ABATE EXISTING ACM BRIDGING ENCAPSULANT LOCATED ON FIBERGLASS PIPE
P INSULATION. — @ INSULATION.
(D — ] ] (D) = ]| 201 [
\__/ E.- ALL DUCTWORK, PIPING AND FLEXIBLE CONNECTIONS SHOWN TO BE \_/ e T E.- ALL DUCTWORK, PIPING AND FLEXIBLE CONNECTIONS SHOWN TO BE
DEMOLISHED ARE TO BE ASSUMED TO BE ASBESTOS CONTAINING. @{ Son DEMOLISHED ARE TO BE ASSUMED TO BE ASBESTOS CONTAINING.
N ‘
3 F.- ABATEMENT SHALL BE COMPLETED ONE FLOOR AT A TIME. COORDINATE F.- ABATEMENT SHALL BE COMPLETED ONE FLOOR AT A TIME. COORDINATE
) WITH COR. 5 + WITH COR.
K I
i G.-PROVIDE ABATEMENT FOR ANY ASBESTOS CONTAINING CEILINGS OR G.-PROVIDE ABATEMENT FOR ANY ASBESTOS CONTAINING CEILINGS OR
A LADDE{ STRUCTURES THAT NEED TO BE DISTURBED TO COMPLETE MECHANICAL WORK. / STRUCTURES THAT NEED TO BE DISTURBED TO COMPLETE MECHANICAL WORK.
X (TO INSTALL PIPE HANGERS, EQUIPMENT SUPPORST...ECT.). e (TO INSTALL PIPE HANGERS, EQUIPMENT SUPPORST...ECT.).
7N 1" 7N
L E [] [] (B ) ;
N \ / N <§>/ 0s \Q —
1" - C—2—1
INSTALLATION NOTES
_ T D.F.
e N 1" — 7N — L - N
L = )= [ﬁ) [] [] ] ] L F ) = D i L] 1 §>@ 1.- UNLESS NOTED OTHERWISE, ALL NEW DUCTWORK AND PIPING IS TO BE
TYP. A ] N // MOUNTED ABOVE EXISTING LAY-IN CEILINGS. CONTRACTOR SHALL PROVIDE ALL
. — N B @ LABOR AND MATERIALS TO REMVOE AND RE-INSTALL EXISTING CEILING TLES AS
2 INSTALLATION NOTES ~— L o8 [ 510 | REQUIRED TO INSTALL THE NEW DUCWORK AND PIPING AND DEMO EXISTING
31/2" g 11/4" 7 - N — <1 BT V4 . PIPING AND DUCTWORK ABOVE THE CEILING. ANY EXISTING CEILING TILES THAT
I 1.- UNLESS NOTED OTHERWISE, ALL NEW DUCTWORK AND PIPING IS TO BE PN T 06 H ARE DAMAGED DURING CONSTRUCTION ARE TO BE REPLACED AT NO
Il | MOUNTED ABOVE EXISTING LAY-IN CEILINGS. CONTRACTOR SHALL PROVIDE ALL Q E 4 o ADDITIONAL COST TO THE OWNER.
o G LABOR AND MATERIALS TO REMVOE AND RE-INSTALL EXISTING CEILING TLES AS O/ : -
7N e \ PIPING AND DUCTWORK ABOVE THE CEILING. ANY EXISTING CEILING TILES THAT TN e .7 BEING REMOVED AND NOT REPLACED WITH A NEW ONE IN THE SAME LOCATION.
[ G — [ ] ] i [] [] I ARE DAMAGED DURING CONSTRUCTION ARE TO BE REPLACED AT NO (G %—g 219 A | ] ] SEE HVAC DEMOLITION DRAWINGS AND HVAC DUCT PLANS FOR DIFFUSER
\_ O ./
\_ H ADDITIONAL COST TO THE OWNER. — @ % DL ﬁ @ LOCATIONS.
- ™~ ’,"
e I e e ey T S oA X = oI SRR FOVSE ATCHNG AN SEPAR A LS T
b .
|| LOCATIONS. @ﬁ = LOCATE STRUCTURE. PROVIDE PATCHING AND REPAIR OF PLASTER CEILINGS
. WHERE HANGERS PENETRATE CEILINGS. PLASTER CEILINGS EXIST ABOVE LAY-IN
3. -PROVIDE OPENINGS IN PLASTER CEILINGS AS REQUIRED FOR INSTALLATION OF )1, 507 CEILINGS.
! DUCTWORK AND PIPING HANGERS (HANGERS MUST BE SUPPORTED FROM - - @ { )
BUILDING STRUCTURE). PROVIDE PATCHING AND REPAIR AS NECESSARY TO
mi LOCATE STRUCTURE. PROVIDE PATCHING AND REPAIR OF PLASTER CEILINGS -
TYP. TYP. WHERE HANGERS PENETRATE CEILINGS. PLASTER CEILINGS EXIST ABOVE LAY-IN 211 }_@
CEILINGS.
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